CONTRACTION CONTROL JOINT 1/4" X 2"

EXPANSION THROUGH JOINT 1/2"

SCORE LINE

TREE GRATE
SEE STANDARD
DETAIL 907

SCORE LINE

1/4" X 2" CONTROL
CONTRACTION
JOINT

SCORE LINE
TO ALIGN WITH
CENTERLINE OF GRATE

1/2" THROUGH
EXPANSION JOINT
AT BUILDING FACE

LIGHT

1/2" EXPANSION
THROUGH JOINT

1/4" X 2" CONTRACTION
CONTROL JOINT
(BETWEEN CURB & SIDEWALK)

NOTES:

1. SCORE LINE SHALL BE 1/4" DEEP V-GROVE.
SURFACE SHALL RECEIVE TRANSVERSE BROOM
FINISH PER PAGE 3.2 OF GENERAL NOTES.

FACE OF CURB

2. TREES INSIDE OF CITY CENTER SHALL BE ON

APPROXIMATELY 25" CENTERS MAX WITH 2" X 2' PANELS.
3. TREES OUTSIDE OF CITY CENTER SHALL BE ON

APPROXIMATELY 30 CENTERS MAX WITH 4° X 4' PANELS.
4. SEE STANDARD DETAIL 907A STRUCTURAL SOIL

FOR STREET TREES.

SIDEWALK JOINTING / SCORING IN CITY CENTER
NOT TO SCALE
STANDARD DETAILS
APPROVED:  RICHARD BARTHOL
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SIDEWALK JOINTING/SCORING
IN CITY CENTER

ENGINEERING DIVISION
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